| Annex B : Technical Specifcation |  |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| S No. | Item Descripion | Specification | UoM | $\begin{aligned} & \text { Packing Unit } \\ & \text { (PU) } \end{aligned}$ | Quantity / PU | Photo | Indications | Total Quantity |
| SNo. | Cotton Rolls | High absorbent surgical grade cotton wool. <br> Not pre-cut. <br> Roll presentation. <br> Material: 100\% cotton surgical grade, purified, bleached, and carded. <br> Water absorbent. <br> Size selected: Cotton wool, roll of 500 g . <br> Single use. <br> Non-sterile. | Roll | Roll | 1 |  | Not part of PPE. Was very specify for registration team for cleaning the biometric equipment | 50 |
|  | Apron, protection, plastic, reusable | Reusable straight sleeveless protective apron, for use in healthcare settings. <br> Straight apron with bib, back fastening and neckband. Back fastening band and neckband should be strong and not detachable. <br> Moisture-proof and stain resistant. <br> Material: Opaque or translucent high quality plastic material. Water and body fluids resistant, can be disinfected with chlorine solution ( $0.05 \%$ concentration). <br> Size selected: Adult size. <br> Length: $120 \mathrm{~cm}(+/-5 \mathrm{~cm})$ from top of the bib to lower edge of the apron, total length: $145 \mathrm{~cm}(+/ 5 \mathrm{~cm})$. <br> Width: $80 \mathrm{~cm}(+/-10 \mathrm{~cm})$. <br> Thickness: 150-300 microns. <br> Reusable <br> Non-sterile | PCS | PCS | 1 |  | Only recommended for cleaners | 69 |
|  | Chlorine based compound, powder, 70\% chlorine |  | KG | KG | 1 |  | Not recommeded for general use by staff. Chlorine based dissinfectant recommended for dissinfection of areas used for registration and distribution activities. Could also be used in place of soap for handwashing at distribution and registration sites | 310 |
|  | Goggles | Impact resistant polycarbonate lens <br> - 99.9\% UV protection <br> - Anti-splash: special vents prevent liquid from getting into eyes <br> - Flexible PVC construction | PCS | PCS | 1 |  | Very specific to registration for cleaners involved in mixing and spraying areas with chlorine based disinfectant and cleaners working in screening area where persons with fever are being screened | 40 |

